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1. ALL HDPE LINERS AND GEONET TO BE INSTALLED AS PER
5 T0P OF OIKE EL (=) 220,00 MANUFACTURERS SPECIFICATIONS.
I Y Y Y Y Y Y Y Y - 2. ALL BACK FILL TO BE COMPACTED IN LOOSE LIFTS NO GREATER
THAN SIX (6”) INCH TO MINIMUM 95% OF MAXIMUM DRY DENSITY AS
DETERMINED BY ASTM D1557. (IN GENERAL THE DENSITY SO OBTAINED
5 Lo, NG WALL (v Kope WILL BE HIGHER THAN THE 95% MAXIMUM DRY DENSITY ESTABLISHED
3 N e TOC B (-) i ~ 4 I POND EL EL (=) 227.00 || 08 RS2 BASED ON ASTM D698).
3. PENETRATION OF LINERS BY PIPES SHALL BE SEALED WITH STANDARD
g MANUFACTURER’S BOOT STRAPPED TO PIPES AND WELDED TO LINER
— g A ! 1A A ! A | A A Al ! A 8 - (SUPPLIED BY MANUFACTURER)
il la o 126 STEEL PIPE TOP OF DIKE EL () 220.00 I 4. THIS DRAWING IS CONCEPTUAL ONLY AND DOES NOT REPRESENT
ER 2 WTH CAP (TVF) ; THE FINAL CONSTRUCTION DRAWING.
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12"¢ STEEL PIPE
GEONET WITH MIN. CONDUCTIVITY .
SEAL PIPE OF 1x10~2CM/SEC (TYP. P A T s
o ALTAE PiRE 12% STEEL PIPE x /SEC (TYP.) WITH WWF 6X6-W2.9xW2.9 PRIMARY LINER
2'-0", 1’0 SEE NOTE 3 WTH CAP 0.06" HDPE PRIMARY
CONCRETE LINER GEONET LINER (80 """53
SAND PRIMARY LNER . N\ \ [ RO Sl 4" SAND
PRIMARY LINER CONC. LINER
o & SAND
- CEONET 4"9 PERFORATED
> 0.06" HDPE SECONDARY LINER HOPE PIPE SECONDARY
a o : PREPARE FOUNDATION TO BE (60 MLLS) LAST 12" OF PIPE
SMOOTH SUB GRADE CONSISTING 15T A2 bt u
OF MINIMUM 9" OF MINUS 3/8" MINIMUM SIX INCHES (6") OF 3/8” MINUS GEONET
ANCHOR TRENCH BACK FILL — SECONDARY MATERIAL COMPACTED TO NATIVE OR NATURAL MATERIAL COMPACTED (OR APPROVED
ANCHOR TRENCH BACK 1 LINER WITH UNIFORM DRY DENSITY OF NO TO ACHIEVE A SATURATED HYDRAULIC FOR LINER DETAIL AL
. GEONET ABOVE LESS THAN 95% MAXIMUM CONDUCTVITY NO GREATER THAN 10-6 CM/SEC ON BOTH
OR LESS COMPACTED IN 6 FOR LINER DETAIL MODIFIED PROCTOR DENSITY AND OTHER SOIL PREP.  qineq o PIPE
LIFTS TO NO LESS THAN m‘o’:gmé%ml- AND OTHER SOIL PREP. (ASTM-D1557) INFORMATION SEE DETAIL 3
3?35%‘(&?3‘-3??%“ SEE DETAIL 3 GEONET INFORMATION SEE DETAIL 3
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